
 

  

 

 

 

 

 

 

October 27, 2015 

 

The Spanish Fort Fire Rescue Department, Inc. is seeking competitive pricing for the following item(s): 

 

Hydraulic Rescue Tools 

 

Please visit http://spanishfortfire.org, click the “Vendors” tabs on the main front page to download the 

specification sheets for specific details regarding this item.  It is the intent of the purchaser to make an 

immediate purchase of this item.  Please return your responses to: 

 

EMAIL      US Mail 

rfew@spanishfortfire.org  or  Spanish Fort Fire Rescue  

Attn: Chief Roger Few 

7580 Spanish Fort Blvd 

Spanish Fort, AL 36527 

 

The deadline for submitting responses will be at 4:00 p.m. on Friday, November 06th, 2015.  

 

The Spanish Fort Fire Rescue Department, Inc. reserves the right to reject any and all proposals.  The 

department further reserves the right to purchase a product deemed by the department to best meet the 

specifications and in the best interest of the department, price notwithstanding.         
 

  

Roger R. Few 

Fire Chief 

Spanish Fort Fire – Rescue 
P.O. Box 7025   Spanish Fort, AL 36577 

Non Emergency / Business 251.626.8876  Facsimile 251.626.3473 

www.spanishfortfire.org 

Station 1 

7580 Spanish Fort Blvd 

Spanish Fort, AL 36527 

Station 2 

10628 U.S. Hwy 31 

Spanish Fort, AL 36527 

http://spanishfortfire.org/
mailto:rfew@spanishfortfire.org


Description: Hydraulic Rescue Tools  

 

Specifications 

All tools proposed must be capable of interchanging and operating with the department’s existing 

AMKUS brand hydraulic rescue tools.  This is for ease of operations, familiarity, and 

interoperability.  

 

Hydraulic Cutter 

 

 NFPA 1936, 2015 ed certified 

 Rated inlet pressure: 10,500 psi 

 Max cutting force: 200,807 lbs 

 Rotating handle 

 

Spreader 

 

 Rated inlet pressure: 10,500 psi 

 Max spreader force: 17,775 lbs 

 Removal tips without use of pins 

 

Tips, extended reach 

 Field application 

 Increases spread up to 8 inches  

  

Chains 

 For use in conjunction with the spreader and ram 

 Field application 

 

Ram, Push - Pull 

 Midsize approximately 30” 

 Rated inlet pressure: 10,500 psi 

 Max push force: 30,650 lbs 

 Max pull force: 14,400 lbs 

 May be used with chain package 

 

Power Unit with Boost  

 Mini sized power unit: 17.75” x 12.50” x 18.50” 

 Honda gasoline powered engine 

 Couplings to allow to two tool simultaneous operations 

  

Hoses 

 Red, Hydraulic extension hose, 30’ with necessary couplings for power unit above 

 Blue, Hydraulic extension hose, 30’ with necessary couplings for power unit above 


